
Sescom SILVER-XXJ Pure Silver Audio Cable with 

CARDAS XLR Connectors 

SPECIFICATIONS: 
 

• Solid-Silver StarQuad Cable: 

•  4 x 24 AWG (0.50 mm) 106% IACS Pure Solid-Silver Conductors 

•  2 x 21 AWG (0.70 mm) Effective Gauge in Quad Connections 

•  Dielectric Strength: 250v AC 

•  Nominal Impedance: 50 Ohms 

•  Conductor Size: 24 AWG 

•  Cable OD: 05.0 mm 

• Cardas XLR Plugs & Jacks: 

•  Diameter: 20mm 

•  Length: 50mm 

•  Can Accommodate Max 10mm Diameter Cable 

FEATURES: 
 

• Solid-Silver StarQuad Cable: 

•  Double Shielded Silver-Clad Pure Copper Braided Mesh 

•  Teflon Jacket & Insulation 

•  106% IACS Pure Solid-Silver Conductor 

• Cardas XLR Plugs & Jacks: 

•  Rhodium Contact Surfaces 

•  Pure, Non- Magnetic, Eutectic Billet  

•  Brass, Gold and Rhodium Over Silver Platings 

•  Unique End Shielding Technology that Blocks RF and Clock Signals 


